Lighting

DESCRIPTION

The DS Selidfer was developed as a sustainable luminaire with a modern appead
design, affesin§ exceptional quality and performance for an outstahtdén@Sh Sree feét
trder is a hidicliyerf architecturally BeylfefliE@® arbadw profile 2.25 inches with a cl
and is powered by &idiigghtlyJetfasave LEDhsob&ceelridfer is perfect for a wide var
general applicatidnce sikschfools, retail or healthcare.

SPECIFMAN FEWRES

Construction Finish
Die formed 22 gauge galvanized steel2Ragaedehgghvanized steel and high glosyg
gloss white finish finish ensures maximum bonding and rus

Controls Shielding
The DS LEdfer is powered by Ultrasavd msiveedsLED smoofkriefedioit light contro
visual comfort

Electrical Compliance
Long Life LED System complete electrpaayevbthaildiveordiderse @aogniited component
deliver the optimal performance. LED{gdavailaklimnanr@s are cULus listed
3500K, 4000K and 5000K with a typical CRI: 80.

Ambient temperdture 40 C to 40 C. SWndarg LED

moduleated for 94,000 hours. Premiurrls‘f'frlirﬁn y
modules rated for 180,000 hours @85 cY &% ctronic
Drivers are available in 120dPRt7&papnick 8t43 n¢

Driver and Md&Aduwless
Drivers can be accessed by unscrewing the module cover
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DS4-LEDO02 (P) / DS40LEDO2

- Dimensions Il
PEED ~ [ | mm | 610(L) x 610(W) x 57(D) ™~
T R Bt S e | inch | 24(L) x 24(W) x 2.3(D)
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DS14-40LEDO2 (P) / DS14-40LEDO02
Dimensions

mm | 1213(L) x 302(W) x 57(D)
inch | 47.8(LY(W) x 2.3(D)

DS54LEDO04 (P) / DS54LEDO04
Dimensions

mm | 1213(L) x 610(W) x 57(D)
inch | 47.8(L) x 24(W) x 2.3(D)
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ORDERING CODE, EAERPERFORMANTE DA

LED DS TROFFER

Model No. Delivered Lumens (Ilmputawvts (W) Voltage (V) Colourfp. (K) Efficacy (Im/W¢ertification Type
DS54LEDO04 (P) 6140 59 120M / 347 4000K 108 Standard
2 x 4 6324 59 120M / 347 5000K 108 I:US @ M TO
5956 59 120M /[ 347 3500K 101 M TO
DS54LEDO4 611 63 120M / 347 4000K 97 Standard
2 x 4 611 63 120M / 347 3500K / 5000K 92 / 102
—lEnd of if 5432 56 120M / 347 3500K / 4000K / 5009X/ 97 / 102G us MTO
n e 4320 45 120M / 347 3500K / 4000K / 50®aK/ 96 / 102 M TO
DS14-40LEDO2 (P) 3039 30 120M / 347 4000K 104 Standard
1 x 4 3130 30 120M / 347 5000K 104 I:‘US @ M TO
\/ 2948 30 120M / 347 3500K 98 M TO
DS14-40LEDO2 3007 31 120M / 347 4000K 97 Standard
1 x 4 3007 31 120M /[ 347 3500K / 5000K 92 /103 M TO
—|lEnd Of l+ife
DS40LEDO2 (P) 3000 30 120M / 347 4000K 100 Standard
2 x 2 3180 30 120M / 347 5000K 106 M
\/ 2910 30 120M / 347 3500K 97 M TO
DS40LEDO2 3007 31 120M / 347 4000K 97 Standard
2 x 2 3007 31 120M / 347 3500K / 5000K 91 / 103 M TO
\/ —IlEnd of iife

NOTE:
x Lumens are estimated
x DLC qualified may not apply to all versions within a model. Please check dbsif®rilCgRQtsabifgeto Feromdfucs whsthavevwivons are qualified

OPTIONACCESSORIES

0-10V Dimming Driver (-D) | 120M/347V
Ul - HC419S | fO®e®@sor Control | 120M
Ul - HC419V¥i-level Dimming Control | 120M

SHIPPINGTAA
Model No.
DS54LEDO4
DS40LEDO?Z2
DS14-40LEDO2

Weight

8.6kg / 18lbs
4.6kg / 101lbs
5.3kgV.81bs

Energy Efficient Lighting Ltd Please allow for tolerance on specifications and dimensions.
331Amber Street, Markham, ON L3R 3J7 Canada If required, please consult EEL.
Tel: 905-415-8878 " 1-855-415-8878 | Fax: 905-415-8872 " 1-855-415-8872

Email: marketing@eelighting.ealjgWRilb,gwaw
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LED DS TROFFER

PHOOMETRICS

Disclaimer: Photometric data results were obtained under clear lens Bishklwimter réefiecoorstciendattimnmesults were obtained under clear lens wit

383C
183 3840
DS54LEDO4-1200afRilepower \ DS40LEDO02-120MaN@)epower
S/MH = 1.3 ANGLE ALONG 22.5 45 67.5 ACROSS S/MH = 1.3 ANGLE ALONG 22.5 45 67.5 ACROSS
SC = 1.3 0 2461 2461 2461 2461 2461 SC(along) = 1.2 0 119 1196 1195 1196 1196
Lumens: 6140 5 2455 2372 2404 2384 2381 233 g . © 1103 1176 1187 1179 1179 114
. 15 2389 2308 2338 2369 2382 664 SC(across) = 1. 15 1138 1132 1162 1152 1153 323
InputaWts: 57.0€ 25 2230 2185 2178 2269 2210 1023 Lumens: 2915 55 1084 1077 1062 1141 1127 466
Eficacy: 107.6 3% 2000 2003 1364 2046 2005 1260 : St 921 ose ago ot 101 tos
- PP 45 1676 1705 1712 1739 1866 1352 InputaWs: 29.198 ¢ 761 797 813 Tes  sed 630
Test Report: L3/ s5 1260 1358 1425 662 383 1006 Eficacy: 99.9 In 55 564 576 622 261 221 470
65 791 856 231 158 144 442 : . 65 342 358 131 a7 a2 206
75 277 131 73 63 &5 143 Test Report: L3¢ 52 /%2 22 0 5 35 e
85 17 10 9 8 8 16 85 8 7 6 6 5 9
Zonal Lumen Summary Zonal Lumen Summary
ZONE LUMENS % LAMP %LUMINAIRE ZONE LUMENS % LAMP $LUMINAIRE
0-30 1819 31.27 31.27 0-30 933 32.01 32.01
0-40 3180 51.80 51.80 0-40 1531 52.53 52.53
0-60 5538 90.22 90.22 0-60 2630 90.26 90.26
0-%0 6140 100.00 100.00 0-90 2915 100.00 100.00
40-90 2959 48.20 48.20 40-90 1383 47.47 47.47
60-90 600 9.78 8.78 60-90 284 9.74 9.74
90-180 0 .00 .00 90-180 0 -00 .00
0-180 6140 100.00 100.00 0-180 2915 100.00 100.00
0 1 - 30
Coefficient of Utilization Coefficient of Utilization
Efective floor cavity reflectance = 20% Efective floor cavity reflectance = 20%
.
. g 0 =0 0 w0 0 cc 80 70 50 30 10 0
WALL
70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0 10 50 30 10 70 %o a0 10 0 0 10 s 50 10 o %0 1o o
RCR

RCR

0 2-191.191.191.19 1.161.161.161.16 1.111.111.11 1.061.061.06 1.021.021.02 1.00 0 1.191.191.191.19 1.161.161.161.16 1.111.111.11 1.061.061.06 1.021.021.02 1.00

+21.111.081.041.01 1.091.061.021.00 1.01 .99 .96 .97 .95 .94 .94 .92 .91 .89 11.111.081.041.01 1.091.061.021.00 1.01 .99 .97 .97 .95 .94 .94 .92 .91 .89

2 1.03 .97 .92 .87 1.01 .95 .90 .86 .92 .88 .84 .89 .85 .82 .86 .83 .81 .79
2 1.04 .97 .92 .87 1.01 .95 .90 .86 .92 .88 .84 .89 .86 .82 .86 .83 .81 .79

. .87 . .75 . . . L5 . .78 .73 . .76 .72 .78 .74 .7 .
3 9% -8 80 s 93 .86 .80 s 83 8 3 80 E 2 g 4 B 69 3 .%6 .87 .81 .75 .94 .86 .80 .75 .83 .78 .74 .80 .76 .72 .78 .74 .71 .69

89 .79 .71 .66 .87 .78 .71 .65 .75 .69 .65 .73 .68 .64 .71 .67 .63 .
4 -89 .79 .71 .66 .87 .78 .71 .65 .75 .69 .05 .73 .68 .64 .71 .67 .63 .61 4 .89 .79 .72 .66 .87 .78 .71 .66 .75 .69 .65 .73 .68 .64 .71 .67 .63 .61

. L71 . .57 . .70 . .57 . . .57 . . . - - . -
s & Tee3 s &0 0628 68 .61 .5 06 .60 .56 o4 .59 .58 5t 5 .82 .71 .e4 .58 .80 .70 .63 .58 .68 .62 .57 .66 .61 .56 .65 .60 .56 .54

276 . - - .74 . - - . . - - . . - - . .47
© 6 .04 .50 .50 .63 .55 .50 oL .55 a9 0 .54 a0 o8 L5340 ¢ 6 .76 .64 .56 .51 .74 .63 .56 .50 .62 .55 .50 .60 .54 .50 .59 .53 .48 .47

7 .70 .57 .49 .44 .68 .56 .49 .43 .55 .48 .43 .53 .47 .43 .52 .47 .42 .41
7 .70 .58 .50 .44 .68 .57 .49 .44 .55 .48 .44 .54 .48 .43 .53 .47 .43 .41

8 .65 .52 .44 .38 .63 .51 .43 .38 .50 .43 .38 .49 .42 .38 .47 .42 .37 .36
¢ 0 .t e .31 58 .46 .38 .34 45 .38 .38 44 .38 .33 a3 33 3 9 .60 .47 .40 .34 .59 .47 .39 .34 .46 .39 .34 .45 .38 .34 .44 .38 .33 .32
10 .55 .43 .35 .30 .54 .42 .35 .30 .41 .34 .30 .40 .34 .20 .33 .33 .20 .28

Disclaimer: Photometric data results were obtained under clear lens with white reflectors conditions.

{E
IEhES |DS14-40LEDO2-12CMn(PEepower

S/MH = 1.3 BENGLE BLONG 22.5 45 67.5 ACROSS

- 0 1173 1173 1173 1173 1173
sc =1.3 5 1161 1195 1173 1184 1188 114
Lumens: 3039 15 1128 1159 1162 1167 1158 324
InputaWs: 29.18 25 1056 1073 1077 1058 1132 497

" 3 947 973 1023 1002 980 611
Eficacy: 104.1 Im; 45 795 791 831 8le 743 618
Test Report: L3851 s5 598 658 562 813 642 530
65 368 380 190 111 106 253
75 134 147 51 14 45 83

85 8 7 6 6 6 10
Zonal Lumen Summary
ZONE LUMENS % LAMP %LUMINAIRE
0-30 935 30.77 30.77
0-40 1545 50.86 50.86
0-60 2693 88.63 88.63
0-90 3039 100.00 100.00
40-90 1493 48,14 49.14
60-90 345 11.37 11.37
90-180 0 .00 .00
0-180 3039 100.00 100.00

Coefficient of Utilization

Efective floor cavity reflectance = 20%

cc 80 70 50 30 10 0

WALL

70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 1.191.191.191.19 1.161.161.161.16 1.111.111.11 1.061.061.06 1.021.021.02 1.00
11.111.071.041.01 1.091.051.02 .99 1.01 .98 .96 .97 .95 .93 .94 .92 .90 .89
2 1.03 .97 .81 .86 1.01 .95 .90 .85 .91 .87 .83 .88 .85 .82 .85 .82 .80 .78
3 .95 .86 .80 .74 .93 .85 .79 .74 .82 .77 .72 .80 .75 .71 .77 .73 .70 .8
4 .88 .78 .71 .65 .86 .77 .70 .64 .74 .68 .64 .72 .67 .63 .70 .66 .62 .60
5 .82 .70 .62 .56 .79 .69 .61 .56 .67 .60 .56 .65 .59 .55 .63 .58 .54 .52

6 .75 .63 .55 .49 .73 .62 .54 .49 .60 .54 .48 .59 .53 .48 .57 .52 .48 .46

9 .59 .46 .38 .33 .58 .46 .38 .33 .45 .38 .33 .44 .37 .33 .42 .37 .3z .31

Energy Efficient Lighting Ltd Please allow for tolerance on specifications and dimensions.
331Amber Street, Markham, ON L3R 3J7 Canada If required, please consult EEL.

Tel: 905-415-8878 " 1-855-415-8878 | Fax: 905-415-8872 " 1-855-415-8872
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